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太阳能光热利用
� � � � � � �� 
 � � � � � �� � � � � � � � � � �

       将蜂窝板做成双曲面形状，即横向方向为抛物线面，纵向方向为球面，而后在蜂窝板表面贴上薄镜片，将直

射到此板块的阳光汇聚于一点，通过斯特林机发动机达到发电的目的

Making the honeycomb plate to hyperboloid shape, that means the transverse direction is parabolic surface and the longitudinal 

direction is spherical surface. Then sticking mirror  on the surface of the honeycomb panel, the sunlight will convergence at one 

point, then the electricity will be generated through the stirling engine.

铝蜂窝太阳能板 
� � � � � � � � � �� � � � � �� � � �� � � � � �� � � � �

形状：碟式、塔式、槽式

面材：铝板 

表面处理：镜子、光伏膜

尺寸：1250 X 2500mm/ 1550 X 2500mm

 (根据发电功率的不同而制作不同的板块尺寸) 

Type: Dish type, tower type, trough type 

Surface panel: Aluminum plate

Surface treatment: Mirrors, photovoltaic films 

Dimension: 1250 X 2500mm/ 1550 X 2500mm 

( According to the power of motor) 

产品规格

应用场所

Heating

Solar energy thermal utilization

采暖

太阳能光热利用系统
Passive-form house wall panels

被动式房屋幕墙

Hot water
发电

Power generationVentilation system
新风 热水

Product specification

Application places

重量轻

易加工

不易变形

耐老化

精度高

环保等

Light weight

Easy processing

Non-deformed 

Aging resistance

High precision

Environmental protection etc. 

 产品性能 Product features

鸿赞 	 � �   �  �
蜂窝材料

强度高 环保 防火重量轻
Light weight High strength Fire resistantEnvironment-friendly

强度高 环保 防火重量轻
Light weight High strength Fire resistantEnvironment-friendly



Type: Dish type, tower type, trough type 

Surface panel: Aluminum plate

Surface treatment: Mirrors, photovoltaic films 

Dimension: 1250 X 2500mm/ 1550 X 2500mm 

( According to the power of motor) 铝蜂窝芯生产线
� �� � �� � � �
 � � � � � � � � �� � � � � � � � � � �� � � �

真空热压平台
� � � � � � �� � � �� � � � � � � �� � � � � �� � � � � � � �

连续型拉伸机
  � � � � � � � � � �� � � � � � � � � �� � � 
 � � �

蜂窝板复合设备
� � � � � � � � � �� � � � � �� � � � � � � � � �

自动裁切

最大速度可达30m/min 

性能稳定 

Automatic cutting 

Maximum speed is 30m/min

Stable performance
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� � � � � � � � � � � � � � � � � 
 � � � � � � � � � � � � � � � � � � � � 	 � � � � � � �

蜂窝芯-热压机
Hot press machine 

拉伸机-手动款 
Expanding machine-Manual type 

 铝蜂窝涂胶机
Gluing machine 

拉伸机-自动款 
Expanding machine-Automatic type

热压机
Hot press machine

冷压机
Cold press machine 

鸿赞自主研发设备

拉力均匀，孔型规整

节省人力，降低成本

提高效率

Uniform expanding, regular cell size

Save labor and reduce costs

Improve production efficiency

4层热压

电加热，升温快速 

压力、温度均匀

4 layers hot pressing

Electrical heating, quick heating-up

Pressure & temperature is uniform

锯切高度公差+/-0.2mm

锯切面表面光滑，无毛刺

锯切厚度可达70mm

Core height tolerance +/-0.2mm

Sawing surface is smooth, no burrs

Maximum sawing thickness is 70mm

高质量复合层压

速度快，效率高
High quality of laminating and bonding 

Quick speed, high efficiency

自动粘接、拉伸和裁断

提高效率，减少损耗，降低人工成本
Automatic bonding, expanding and cutting 

Improve efficiency, reduce wastage and reduce labor cost

尺寸、层数均可定制

压力、温度均匀

性能稳定

Size, layers could be customized

Pressure& temperature is uniform

Stable performance

尺寸可定做

平台平整度高

压力均匀

Size could be customized

Good table flatness 

Pressure is uniform

蜂窝芯块锯切机
Sawing machine 

强度高 环保 防火重量轻
Light weight High strength Fire resistantEnvironment-friendly

强度高 环保 防火重量轻
Light weight High strength Fire resistantEnvironment-friendly


